
WHOLESALE TRADE - NON-DURABLES

RANK  STANDARDS CITED NUMBER

1 1910.305(b) Conductors entering boxes, cabinets, or fittings were not 21
protected from abrasion, and openings through which
conductors entered were not effectively closed.  All pull
boxes, junction boxes, and fittings were not provided with
covers approved for the purpose.

2 1910.178 This section applies to the requirements for powered 18
industrial trucks.

3 1910.305(g) Flexible cords were used as a substitute for fixed wiring 16
where not permitted.  Flexible cords were not connected
to devices and fittings so that strain relief was provided,
which would have prevented pull from being transmitted
to joints.

4 1910.157 The requirements of this section apply to the placement, use, 15
maintenance, and testing of portable fire extinguishers
provided for the employees' use.

5 72-3 This section applies to guarding floor and wall openings 13
and requirements for the protection of floor openings.  Railings,
toe boards, and cover specifications are included.  Training
requirements are also included.

6 1910.303(g) Sufficient access and working space was not provided and 12
maintained about all electrical equipment to permit ready 
and safe operation and maintenance of such equipment.  Live 
parts of electrical equipment were not guarded.
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7 1910.134 Respiratory protection was not provided for employees in 11
the workplace.

8 60-2 Safe work places and practices were not provided.  Standards 8
for an Occupational Safety and Health Program were not
met.

8 72-2 Floor surfaces were not maintained in a smooth nonslippery 8
condition and free from holes or projections that might cause
tripping.

8 1910.1200(e) Employers did not develop and implement a written hazard 8
communication program for their work places.

9 73-2 Storage of materials created a hazard.  All materials stored 7
were not stacked, racked, blocked, interlocked, or otherwise
secured to prevent sliding, falling, or collapse.

9 74-3 This section applies to the special hazards of construction 7
and installation of refrigerants.

9 1910.303(b) Listed or labeled equipment was not used or installed in 7
accordance with any instructions included in the listing or
labeling.

9 1910.304(e) Overcurrent devices were not easily accessible to each 7
employee.  These overcurrent devices were located where 
they were exposed to physical damage.
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